
RED 150 PSI PVC DISCHARGE

This heavy-duty PVC water discharge hose is designed for use in construction, 
dewatering, agricultural and industrial applications. PVC tube and cover are 
designed to handle residual chemicals in water transfer applications.

PVC

TEXTILE BRAID

RED PVC

-5°F to 170°F

PVC DISCHARGE 150 PSI

300' COILS, 100' AND 50' SECTIONS

TUBE:
REINFORCEMENT:

COVER:
TEMPERATURE:

BRANDING:
PACKAGING SPECIFICATIONS:

SA # OD (IN)ID (IN) WP (PSI) BURST (PSI)
BEND 

RADIUS 
(IN)

VACUUM 
RATING 

(HG)
WEIGHT PACKAGING
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1010103-150 1.841.50 150 450 NA NA 0.27 50', 100', 300'

1010103-200 2.392.00 150 450 NA NA 0.34 50', 100', 300'

1010103-250 2.922.50 150 450 NA NA 0.41 50', 100', 300'

1010103-300 3.463.00 150 450 NA NA 0.55 50', 100', 300'

1010103-400 4.564.00 150 450 NA NA 0.85 50', 100', 300'

1010103-600 6.806.00 150 450 NA NA 1.33 50', 100', 300'

1010103-800 8.958.00 115 350 NA NA 1.89 50', 100', 300'

PVC DISCHARGE 150




